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MANPOWER: 
 
None required 
 
 
MATERIAL: 
 
None required 
 
 
SPECIAL TOOLS: 
 
None required 
 
 
ELECTRICAL LOAD DATA: 
 
Not affected 
 
 
REFERENCES: 
 
BHT-407-FM-1, issued February 09, 1996; Rev. 8 dated April 17, 2000 
 
ASB 407-01-44 REV. A, OIL COOLER BLOWER HANGER BEARING 407-340-339-
103 -  REPLACEMENT OF, DATED 25 OCTOBER 2001 
 
BHT-407-MM-6, CHAPTER 63, MAIN ROTOR/MAIN ROTOR DRIVE SYSTEM, REV. 
12, DATED 8 MAY 2001 
 
Rolls Royce 250-C47B Operation and Maintenance Manual (CSP-21001) 
 
 
PUBLICATIONS AFFECTED: 
 
BHT-407-FM-1, issued February 09, 1996; Rev. 8  dated April 17, 2000 
 
BHT-407-MM-6, CHAPTER 63, MAIN ROTOR/MAIN ROTOR DRIVE SYSTEM, REV. 
12, DATED 8 MAY 2001 
 
 
ACCOMPLISHMENT INSTRUCTIONS: 
 
1. Incorporate the Temporary Revision TR-9 to the flight manual BHT-407-FM-1 as 

per the instruction provided with the revision. 
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2. If the limitation or the caution have been exceeded maintenance actions are 

required. 
 
 

a. For the added limitation: 
 

Sustained hover and vertical take off/landing 
operation (greater than one minute) with 
tailwind (relative winds within ± 90° of tail) 
greater than 5 knots is prohibited. 

 
 

If an excursion has occurred, at the next bearing 25 hours inspection required 
by the ASB 407-01-44 Rev. “A” OIL COOLER BLOWER HANGER BEARING 
407-340-339-103 -  REPLACEMENT OF, disconnect the steel forward and the 
aluminum aft shafts, and accomplish the inspection required by PART II of ASB 
407-01-44 Rev. “A”. 
 

b. For the added caution: 
 

If hovering with a tailwind greater than 5 knots 
at OAT above 24 °C (75 °F), closely monitor 
engine and transmission oil temperatures.  If 
engine or transmission oil temperatures rise 
abnormally, turn into wind, reduce power or 
transition to forward flight until temperature 
decreases. 

 
 
If the transmission oil temperature exceeded the limitation of the Flight Manual 
(BHT-407-FM-1), do a transmission and freewheel serviceability check.  Refer 
to the BHT-407-MM, Chapter 63. 
 
If the engine oil temperature exceeded the limitation of the Flight Manual (BHT-
407-FM-1), refer to the Rolls Royce 250-C47B Operation and Maintenance 
Manual (CSP-21001). 
 
If either the transmission or engine oil temperatures exceeded the limitation of 
the Flight Manual (BHT-407-FM-1), disconnect the steel forward and the 
aluminum aft shafts and accomplish the inspection required by PART II of the 
ASB 407-01-44 Rev. “A” OIL COOLER BLOWER HANGER BEARING 407-
340-339-103 -  REPLACEMENT OF. 

 
 


