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WARRANTY 
 
Owners/operators of 427 helicopters who comply with the instructions outlined in this 
bulletin will receive a special 100% warranty credit for the Kit contained in the 
"Required Material" section of this bulletin. In addition, labor for $60.00 USD will be 
allowed to incorporate this bulletin. 
 
To receive this credit: 
 
- Purchase the required parts from an approved BHTI supply source. 
- Comply with the instructions contained in this bulletin no later than 

August 31, 2002. Submit a completed malfunction report to BHTI 
Warranty no later than 30 days after completion of this bulletin. 

  
  - NOTE – 

 
 Customers who fail to comply with the instruction in this bulletin 

after August 31, 2002, are not eligible for the special warranty 
credit provisions listed above. 

 
MATERIAL: 
 
Required Material: 
The following material is required for the accomplishment of this bulletin and may be 
obtained through your Bell Helicopter Textron Supply Center. Order the following 
items as kit P/N CA-427-01-02. 
 
Part Number Nomenclature Quantity 
   
427-080-069-101 Tube Assembly                       1 
427-080-068-101 Tube Assembly                       1 
AS5230W0606 Union                       1 
NAS1763W060404 Tee Fitting                       1 
MS28778-6 Packing                       1 
 
Consumable Material: 
The following material is required to accomplish this bulletin, but may not require 
ordering, depending on the operator’s consumable material stock levels.  This material 
may be obtained through your Bell Helicopter Textron Supply Center. 
 
Part Number Nomenclature Quantity Reference 
    
MIL-H-5606 Hydraulic Fluid As required C-002 
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SPECIAL TOOLS: 
 
None required. 
 
 
WEIGHT AND BALANCE: 
 
Not affected. 
 
 
ELECTRICAL LOAD DATA: 
 
Not affected. 
 
 
REFERENCES: 
 
BHT-427-IPB Illustrated Parts Breakdown 
BHT-427-MM Maintenance Manual 
 
 
PUBLICATIONS AFFECTED: 
 
BHT-427-MM. Chapter 29-00-00  
BHT-427-IPB. Chapter 29-99-00  
 
ACCOMPLISHMENT INSTRUCTIONS: 
 
Remove hydraulic solenoid valve as follows. 
 

-NOTE- 
 
Close all the ports, tubes and the hoses with caps and /or 
plugs (C-428, BHT-ALL-SPM) as you remove them. This 
reduces the possibility of contamination to the hydraulic 
system. 

 
1. Remove hydraulic solenoid valve as outlined in Chapter 29 of BHT-427-MM. 

 
2. Remove Nut MS21043-3, Washer NAS1149C0332R and Clamp 

MS21919WCG4 (Figure 1). 
 

3. Remove tubes P/N’s 427-080-003-101 and 427-080-058-101. 
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4. Loosen nut P/N AN6289D6 and remove Tee fitting P/N AS1003W060404 from  

     Solenoid Valve P/N 206-076-037-001. 
 

-NOTE- 
 
Lubricate all the packings and retainers with hydraulic fluid 
(C-002, BHT-ALL-SPM) before you install them. Apply a 
layer of hydraulic fluid (C-002) to the threads of all the fittings 
before you install them.  

 
5. Install packing P/N MS28778-6 on union P/N AS5230W0606 (Figure 2). 

 
6. Install Union P/N AS5230W0606 into hydraulic solenoid valve P/N 206-076-

037-001. 
 

7. Install hydraulic solenoid valve P/N 206-076-037-001 as outlined in Chapter 29 
of BHT-427-MM. 

 
8. Install new tee fitting P/N NAS1763W060404 on union P/N AS5230W0606. 

 
9. Install new tube P/N 427-080-069-101 between relief valve P/N 206-076-036-

107 and tee fitting P/N NAS1763W060404. 
 

10. Install new tube P/N 427-080-068-101 between tee fitting P/N 
NAS1763W060404 and hydraulic filter assembly. 

 
11. Install clamp P/N MS21919WCG4 using Nut P/N MS21043-3 and Washer           

NAS1149C0332R in original location. 
 

12. Fill the hydraulic system as outlined in Chapter 12 of BHT-427-MM. 
 

13. Bleed the hydraulic system as outlined in Chapter 29 BHT-427-MM. 
 

14. Make an entry in the helicopter historical record to show compliance of this Alert 
Service Bulletin. 
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