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MODEL AFFECTED:  412/412EP 
 
 
 
SUBJECT: AGB COUPLING - SHAFT BEARING - 

INSPECTION/ REPLACEMENT OF 
 
 
 
 
HELICOPTERS AFFECTED: All 412/412EP Helicopters  
 
 
 
COMPLIANCE: See vendor bulletin. 
 
 
 
DESCRIPTION: 
 
 
The purpose of this bulletin is to achieve complete distribution of the attached vendor 
bulletin to the current affected model distribution list on record by Bell Helicopter. 
 
 
 
APPROVAL: 
 
See vendor bulletin approval. 
 
 
 
 





1. Planning Information (Cont’d)

H. Electrical Load Data

Not changed.

I. Software Accomplishment Summary

Not changed.

J. References

Applicable PT6T Technical Manuals
Service Information Letter No. PT6T-056

K. Publications Affected

Applicable PT6T Technical Manuals

L. Interchangeability and Intermixability of Parts

Interchangeability - Refer to Para. 2.D.

Intermixability - Not changed.

2. Material Information

A. Industry Support Information

Refer to the SIL PT6T-056. You can contact your P&WC Field Service Representative
for more information.

B. Material - Cost and Availability

Not applicable.

The new parts are available.

C. Manpower

No more man-hours are necessary to include this service bulletin at overhaul.

NOTE: For MRT, 20 manhours are required per Power Section once the engine is
removed from the airframe and the airframe equipment is removed.
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D. Material Necessary for Each Engine

The quantity of materials listed in this section is on a per engine basis.

New P/N Keyword Old P/N Qty

Est. Unit
List Price

($US,
2007)

Instructions
Disposition

Refer to P&WC S.B. No. 5499.

E. Reidentified Parts

None.

F. Tooling - Price and Availability

Not applicable.

3. Accomplishment Instructions

A. At Overhaul Shop, proceed as follows:

(1) Remove the Accessory Gearbox (AGB) coupling shaft bearing per the applicable
Overhaul Manual (OHM).

(2) Install the new AGB coupling shaft bearing per the applicable OHM.

B. For field maintenance performed by MRT, proceed as follows:

(1) Remove the AGB coupling shaft bearing as follows:

(a) Remove the Power Section or complete Twin-pac assembly from the aircraft
and put on assembly stand. Refer to applicable Engine Maintenance Manual
(EMM) and Airframe Maintenance Manual (AMM).

(b) Remove the airframe equipment from the AGB area per applicable AMM.

(c) Drain the engine oil from the oil tank and AGB sump per applicable EMM.

(d) Disassemble the Power Section to gain access to the AGB coupling shaft bearing
per applicable EMM or OHM.

(e) Remove the AGB coupling shaft bearing per applicable OHM.

(2) Install the AGB coupling shaft bearing as follows:

(a) Install new AGB coupling shaft bearing per applicable OHM.
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3. Accomplishment Instructions (Cont’d)

(b) Reassemble Power Section per applicable EMM and OHM.

(c) Reinstall engine in airframe per applicable AMM.

(d) Perform engine service per EMM.

(e) Perform ground testing procedures per EMM (Ref. 71-00-00) after replacement
of the Power Section.

(f) Make sure the area around the AGB and Pressure Regulating Valve (PRV) are
free of oil or fuel leak.

NOTE: The last two steps above constitute acceptance testing for this specific
task when accomplished by MRT.

C. Write accomplishment of P&WC S.B. No. A5500 in the applicable engine module log
book.

4. Appendix

Not applicable.
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